
Product
Specifications
Dexter Sales is pleased to offer a
full range of industry standard and
custom products. Consult the charts
below for information about our
products or call Dexter Sales.

Carbon Steel /Alloy Steel

Mill Source
Certifications

ISO Certified

Carbon / Alloy
Steel
Specifications

Seamless - ASME SA 179,
SA 192, SA 210
ASME SA 213, - T11, T12, T22
ASME SA 334, SA 335 P5, P9,
P11, P22, P91

Welded - ASME SA 178, SA 214

API 5L LSAW SSAW PSL1
PSL2 line pipe and casing for
the oil industry

Size
Capabilities

Outer Diameter 0.500” and up
Wall Thickness .020”and up
U-bend, Lo-fin, Hi-fin

Carbon / Alloy
Steel
Applications

Boilers • Condensers
Heat Exchangers
Other Industrial Applications

Stainless Steel /Duplex Tubes and Pipes

Copper/Copper Alloy Tubes and Pipes

Copper
Tubes and Pipes

CDA 110, CDA 122, CDA 102

Cupro Nickel C706, C715

Brass C220, C230, C260, C270,
C330, C332, C443, C687

Bronze Available in rod, bar, strip, tubing
CDA 510, CDA 521 Phos Bronze
CDA 651 and CDA 655 Silicon
Bronze

Size Capabilities Outer Diameter .125”–10”
Wall Thickness .010” and up
Lengths as requested.

Delivery Options Straight Lengths, Level Wound
Coils, Pancake Coils,
U-bend, Finned, Inner Grooved

Mill Source
Certifications

ISO Certified

Stainless Steel /
Duplex
Specifications

Seamless - ASME SA 213,
SA 268, SA 789
Welded - ASME SA 249,
SA 269

Stainless
Steel/Duplex Grades

Seamless - 304L, 316L, 321L,
347L, 410, 430, 2205, 2507
Welded - 304L, 316L, 321L,
347L, 2205, 2507

Size Capabilities Outer Diameter 0.500” and up
Wall thickness, .010”and up

Stainless Steel
Applications

Boilers • Condensers
Heat Exchangers
Hypodermic, Capillary, and
Sanitary Tubes

Titanium Alloy Seamless or
Welded Tubes and Pipes

Nickel Alloy Tubes and Pipe

Titanium
Specifications
and Grades

ASME SB 338 Grades 1-12

Titanium
Features

Seamless
Welded

Additional
Titanium
Products

Bars
Clad Plate
Forgings
Plates

Size Capabilities Outer Diameter .125” to 3.5”
Wall Thickness .010" to 0.200"

Nickel Alloys Hastelloy C22, C276
Inconel / Incoloy 600, 625, 800
Monel 400, 500
Nickel 200
SB163, SB165

Nickel Features Seamless
Welded

Size
Capabilities

Outer Diameter 0.250” and up.
Wall Thickness .010” and up

Industry leader in the supply of tubing and pipe for heat exchangers, boilers, and condensers

dexter sales inc.
Worldwide Supplier of Metal Products
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